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JURALCO EDGE®

Aluminium and Glass  
Balustrade or Pool 
Fencing Systems

*For warranty terms & conditions see www.juralcobalustrades.co.nz



PRODUCT 
FEATURES AND 
BENEFITS
Edge Balustrade is suitable for a 

wide range of building applications, 

inside and outside the home 

—discuss with your Authorised 

Installer for specific advice.

• Designed and assembled in NZ

• Only available from Authorised 

Edge Balustrade Installers

• Complies with NZS1170, 

NZBC Clause F9 & 162C of 

the Building Act (pool safety 

legislation), NF P01-12 (1988-08), 

NZS4223.3.2016 & B1, B2,  

F2 & F4

• Suitable for Occupancy Types A, 

A Other & C3 Residential

• 5 year warranty on balustrade*

• Available in a wide range of 

Dulux® Powder Coat Colours, 

with a 10 or 20 year warranty

• Choice of Laminated or 

Toughened Glass

• Masterspec Details 

— Section 4852JB

EDGE BALUSTRADE

SUPERIOR SAFETY BARRIER,  
IN A STYLE OF YOUR CHOICE
The Edge balustrade system is a stylish solution for safety barriers on decks, stairways, 

balconies, handrails or as pool fencing.  

Made from high quality aluminium, the Edge balustrade system can incorporate either 

toughened glass panels or aluminium balusters, with a choice of finished styles such as framed 

glass, semi-frameless glass and split rail balusters. It has also been developed to offer a greater 

variety of modern finishes, such as hidden fixings and a special gutter bracket system for fixing 

onto floating and waterproof decks.

The Edge balustrade system has been engineered to offer superior structural strength and 

tested and assessed by independent engineers to exceed the requirements of AS/NZS1170 and 

French standard NR P01-13 (1988-08).

All of the Edge systems have a choice of four elegantly styled handrails, with an additional 

interlinking rail available for the 10mm toughened semi frameless glass finish, which is mounted 

onto a handrail bracket, fixed to the face of balustrade posts. Alternatively, 13.2mm laminated 

glass can be used with a slim 6mm protective top cap. 



CONTEMPORARY  
BALUSTER
17mm square baluster in either 

full height or split rail. Top fix or 

face fix. 

TRADITIONAL  
BALUSTER
60mm or 123mm slat baluster  

in either full height or split rail. 

Top fix or face fix.

BALUSTER SERIES

FULL HEIGHT 
TOP FIX

FULL HEIGHT 
TOP FIX

SPLIT RAIL 
FACE FIX

SPLIT RAIL 
FACE FIX

FRAMED GLASS
6mm glass inline or in a 

pocketed post, framed with a 

top and bottom rail, full height 

or split rail. Top fix or face fix. 

SEMI-FRAMELESS 
GLASS
8mm glass in a pocketed  

post, with a handrail. Top fix or 

face fix.

SEMI-FRAMELESS  
GLASS
10mm toughened glass in a 

pocketed post with a handrail 

top or front mounted, or front 

mounted interlinking rail.  Or 

13.2mm laminated glass with 

capping.  Top fix or face fix.

GLASS SERIES

FULL HEIGHT 
TOP FIX

GLASS WITH HANDRAIL 
TOP FIX

LAMINATED GLASS WITH  
TOP CAP. TOP FIX 

SPLIT RAIL 
FACE FIX

GLASS WITH HANDRAIL,  
GUTTER BRACKET. FACE FIX

GLASS WITH INTERLINKING RAIL 
(FRONT MOUNTED). FACE FIX



EPDM or 
Foam Tape

Dynabolts or  
Threaded Rod/Chemset

Post

Base Plate

Concrete 
slab
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To guarantee customer satisfaction and ensure a high standard of quality, Edge balustrade 
systems are only available from the most highly qualified tradesman who have been 
certified to install these balustrade systems. You can refer to the address here and be 
confident that you will have a service that matches the Juralco balustrade product quality. 
The products in this brochure are the subject of intellectual property protection.

All brands are either trademarks of Juralco Aluminium  
Building Products Ltd or used under licence.  
Dulux® is a registered trademark of Dulux Group  
(Australia) PTY LTD.

Available from:

Authorised Installer

*For warranty terms & conditions see www.juralcobalustrades.co.nz

TYPICAL FIXING DETAILS

CONCEALED FACE FIX  
TO TIMBER

TOP FIX 
TO CONCRETE

The above represents only a few of the fixing details available—see your authorised Juralco Balustrade Installer for more details.

CONCEALED FACE FIX  
TO STEEL

CONCEALED FACE FIX TO 
WATERPROOF DECK

TOP FIX  
TO TIMBER

FACE FIX TO TIMBER 
WITH GUTTER BRACKET

Post

EPDM or Foam Tape

Post

Boundary Joist

EPDM or Foam Tape

Post
Cladding

BattenDecking

EPDM Washer
Spacer

Decking

Base Plate

Boundary Joist

Post

Packer Block

EPDM or 
Foam Tape

Moisture 
Direction 
Fins

Boundary Joist

Post

Decking

Boundary 
Joist

EPDM or Foam Tape
(Typical, not part 
of Edge system)

Gutter

Gutter 
Bracket

HANDRAIL DESIGNS

  
 

 

AEROFOIL 
HANDRAIL

AEROFOIL HANDRAIL  
- TWIN POCKET

RECTANGULAR 
HANDRAIL

HANDRAIL 
BRACKET

LAMINATED GLASS TOP 
PROTECTION CAP

ROUND 
HANDRAIL

INTERLINKING  
RAIL

INTERLINKING RAIL 
- FRONT MOUNTED ON BRACKETS

SECTION 4852J


